


 
 
 
 
 
 
 
 

Features Benefits 

High Speed Data Rate Up to 54Mbps Capable of handling heavy data payloads such as MPEG video streaming 

Total EIRP up to 1000mW  Excellent output power spreads the operation distance 

IEEE 802.11b/g Compliant Fully Interoperable with IEEE 802.11b/IEEE802.11g compliant devices 

SNMP Remote Configuration Management Help administrators to remotely configure or manage the Access Point easily. 

Point-to-point, Point-to-multipoint Wireless 

Connectivity 
Let users transfer data between two buildings or multiple buildings 

WPA2/WPA/ IEEE 802.1x support Powerful data security 

Hide SSID (AP Mode) 
Avoids unallowable users sharing bandwidth, increases efficiency of the 

network 

DHCP Client/ Server Simplifies network administration 

WDS (Wireless Distributed System) Make wireless AP and Bridge mode simultaneously as a wireless repeater 

Universal Repeater The easiest way to expand your wireless network's coverage 

MAC address filtering (AP mode) Ensures secure network connection 

User isolation support (AP mode) Protect the private network between client users. 

PPPoE function support (CR mode) Easy to access internet via ISP service authentication 

Power-over-Ethernet (IEEE802.3af) Flexible Access Point locations and cost savings 

Keep personal setting Keep the latest setting when firmware upgrade 
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> Antenna Specification  

 

 
 > Antenna Radiation Patterns 
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> Environment & Physical 

Temperature Range 
 Operating: 0°C to 45°C (32°F to 113°F)  

 Storage: -20°C to 70°C (-4°F to 158°F) 

Humidity (non-condensing) 5%～95% typical 

Dimensions 125mm (L) x 108mm (W) x 31mm (H) 

Weight 350g 

 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   

Learn more about EnGenius Solutions at www.engeniustech.com.sg 

Datasheet 

ECB3220 

BUSINESS CLASS 

ECB3220 
ECB3220 Datasheet Version 01222009 
 
*Theoretical wireless signal rate based on IEEE standard of 802.11 a, b, g, n chipset used. Actual throughput may vary.Network conditions and environmental   
  factors lower actual throughput rate. 
** All specifications are subject to change without notice 


